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KAZU KLUCZOWE ZALETY

WYSOKIEJ JAKOŚCI 
OŚWIETLENIE 
W POŁĄCZENIU 
Z WYDAJNOŚCIĄ 
I WSZECHSTRONNOŚCIĄ
Oprawa Kazu została zaprojektowana 
do zastosowań miejskich, dzięki swojej 
prostej formie i nowoczesnemu stylowi 
doskonale wpisuje się w założenia 
urbanistyczne przestrzeni miejskiej. 

Oprawa w technologii LED charakteryzuje się 
nowoczesnym wzornictwem, które idealnie 
wkomponowuje się w miejski krajobraz. Reprezentuje 
doskonałe rozwiązanie dla oświetlenia osiedli, 
parków, skwerów czy też ścieżek rowerowych. Dzięki 
zastosowaniu układu LensoFlex®2, oprawa KAZU 
zapewnia bezpieczne i komfortowe oświetlenie 
przestrzeni publicznych. Dodatkowo, gwarantuje 
znaczne oszczędności w zużyciu energii elektrycznej, 
które mogą sięgać nawet do 85% (przy użyciu systemu 
OWLET) w porównaniu z tradycyjnymi źródłami światła. 
Oprawa KAZU występuje w dwóch wersjach: STANDARD 
(z płaskim kloszem PC) oraz KOMFORT (z wypukłym 
matowionym kloszem PC).

Ø

H 160 mm | 6.3”

ø 525 mm | 20.6”

8 kg | 17.6 lbs

PRZYKŁADOWE ZASTOSOWANIA

6 M / 20’

3 M / 10’

SŁUPY

• Maksymalne 
oszczędności w zużyciu 
energii elektrycznej oraz 
kosztach utrzymania 

• LensoFlex®2 oferujący 
wysokie parametry 
fotometryczne, komfort 
i bezpieczeństwo 

• Szczelność IP 66 

• System TermiX® 

• FutureProof 

• 2 wersje: Standard oraz 
Komfort

• Zabezpieczenie 
przeciwprzepięciowe 
4 kV (opcja – 10 kV) 

• Możliwość współpracy 
z fotokomórką, 
sterownikami systemu 
OWLET

+0,5-

IP 66  

230 V
50 Hz

Płaski PC
IK 09

Wypukły PC
IK 10

NEUTRALNY 
LUB CIEPŁY 

BIAŁY

1,000 do

7,500 lm

3 do 6 m 
10’ do 20’ 

15 W do 
82 W

4/10 kV

Montaż bezpośrednio na słupie. 
Możliwość dostosowania średnicy 
montażu (Ø60/2” i 76/3”) za pomocą 
6 śrub.

100 mm/3.9’’

ULICE 
OSIEDLOWE

PLACE WĄSKIE ULICE DROGI 
MIEJSKIE

H

143www.schreder.com.pl
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KAZU
DESIGNED AROUND LEDS

MODERN DESIGN

EXCELLENT THERMAL MANAGEMENT

FUTUREPROOF

COST EFFECTIVE

NO LIGHT POLLUTION



KAZU
AS ADAPTABLE AS A SAMURAI

KEY ADVANTAGES
• Cost-effective and efficient lighting solution for a fast return on investment 

• LensoFlex®2  photometric engine with photometry adapted to various applications 

• IP 66 tightness level

• ThermiX®: resists high temperatures (Ta 50°C)

• 2 designs: standard or comfort

• Post-top mounting adapted to Ø60 and Ø76 mm poles 

• Surge protection 4kV (10kV optional)

• 5 year warranty

• Optional control solutions: photocell or Owlet contol systems for autonomous and interoperable networks

• No uplight

• FutureProof
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EFFICIENT,
DISCREET,
FLEXIBLE
Inspired by the Kaza hat worn by the samurai, the Kazu is an excellent 
example of adaptability, anticipation and flexibility. Its minimal and 
modern look is designed around the compactness of the LED engine, 
blending into your landscapes while providing sustainable lighting 
solutions that dramatically reduce energy consumption and improve 
visual comfort for motorists, cyclists and pedestrians.

Reliable, efficient, discreet and strong, the Kazu luminaire is sup-
plied pre-wired for an easy installation. The curved cooling fins op-
timise heat extraction and prevent dirt from entering the luminaire. 
With virtually no maintenance required and a full 5-year warranty, 
the Kazu guarantees long-lasting performance and massive savings.  
Simply turn it on and enjoy your new landscape!

Design: Creare Domus
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TWO DESIGNS,
ONE QUALITY
Two different versions of the Kazu are available; one with a flat polycarbonate protector and one with a symmetric dome-shaped 
protector. Both are characterised by a high tightness level (IP 66) and high impact resistance (standard - IK 09 / comfort - IK 10) to 
maintain performance over time.

KAZU STANDARD KAZU COMFORT

STREET WIDTH:5M

CE3 CLASSIFIED STREET

HEIGHT:5M

LUMINAIRE SPACING:20M

The Kazu offers a very competitive solution compared to luminaires fitted with mercury and high-pressure sodium lamps for lighting 
this typical CE3 classified street (according to CIE 115) with a return on investment in less than 4 years and energy savings of up to 83%.

ENERGY AND MAINTENANCE COST SAVINGS

70W HPS
Lantern

KAZU
24 LEDs

KAZU
24 LEDs + CLO  

+ Dimming

125W Hg
Lantern

KAZU
24 LEDs

KAZU
24 LEDs + CLO  

+ Dimming

74%
energy 

cost  
savings

83%
energy 

cost  
savings

87,5%
Maintenance 

cost 
savings

87,5%
Maintenance 

cost 
savings

52%
energy 

cost  
savings

68%
energy 

cost sav-
ings

83%
Maintenance 

cost 
savings

83%
Maintenance 

cost 
savings

* Total system power consumption

150W* Lamp
change
every 

3 years

39W* LEDs
change

after 
100,000h
(25 years)

26W* LEDs
change

after 
100,000h
(25 years)

81W* Lamp
change
every 

4 years

39W* LEDs
change

after 
100,000h
(25 years)

26W* LEDs
change

after 
100,000h
(25 years)
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KEY CHARACTERISTICS
Colour temperature Warm White (3,000K)

Neutral White (4,000K)

Power consumption (range) 23W to 80W

Typical luminaire output flux (range) 2,000 to 7,000lm

Installation height 3 to 6m

Optical compartment tightness level IP 66 (*) 

Control gear tightness level IP 66 (*)

Impact resistance (PC)
Standard version (flat protector) IK 09 (**)

Comfort version (shaped protector) IK 10 (**)

Nominal voltage 120V - 50-60Hz
277V - 50-60HZ

Electrical class I or II

Materials

Body High-pressure die-cast aluminium

Protector Polycarbonate

Colour
RAL 7038 

Any other RAL or AKZO colour 
upon request

(*)The flux is an indicative luminaire flux @ tj  25°C based on LED manufacturer’s data. The real flux 
output of the luminaire depends on environmental conditions (e.g. temperature and pollution) and the 
optical efficiency of luminaire.

DIMENSIONS

APPLICATIONS
URBAN ROAD

City streets,
avenues, boulevards

SQUARE

Squares, pedestrian areas,
terraces, parks

RESIDENTIAL STREET

Narrow and small streets,
bike paths, lanes

Ø : 525mm

H : 160.5mm

H

Ø
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PHOTOMETRY

12 LEDs
500 / 700 mA

24 LEDs
500 / 1000 mA

16 LEDs
700 / 1000 mA

16 LEDs
700 / 1000 mA

24 LEDs
500 / 1000 mA

12 LEDs
500 / 700 mA

24 LEDs
500 / 1000 mA

16 LEDs
700 / 1000 mA
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MOUNTING
The Kazu luminaire offers slip-over mounting onto a Ø60 or a Ø76mm spigot.

100mm

6 x M6

7 N.m+0,5-

3 

100mm

60mm 76mm

12 LEDs 
500 / 700mA

16 LEDs 
700 / 1000mA

24 LEDs 
500 / 1000mA

16 LEDs 
700 / 1000mA

24 LEDs 
500 / 1000mA

12 LEDs 
500 / 700mA

16 LEDs 
700 / 1000mA

24 LEDs 
500 / 1000mA

6 KAZU



DESIGNED TO BLEND IN
Designed to provide maximum flexibility and sustainability for lighting your spaces, 
the Kazu combines design with the energy efficiency of LED technology to provide 
maximum savings. Combined with an Owlet control solution, the Kazu could provide 
savings of up to 85%!

7KAZU
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SAFETY WELL- BEING

SAVINGSSUSTAINABILITY SOLUTIONS



Anodowanie: 10 kolorów, każdy z możliwością wybłyszczania

Wykończenie: szlifowane aluminium, opcja zabezpieczenia elastomerem

w kolorze słupa do wysokości 350 mm (inna wysokość na życzenie

klienta)

Montaż oprawy: bezpośrednio na słupie, oprawy z mocowaniem ø60 o

parametrach wagi i powierzchni nie przekraczających danych z tabeli

wytrzymałościowej

Typ stosowanych wysięgników: wg tabeli wytrzymałościowej

Pakowanie: włóknina polipropylenowa

Kod Nazwa
Wysokość
słupa

Grubość
ścianki
słupa

Waga
netto

Orientacyjna
objętość
jednostkowa

Typ
fundamentu /
kosza
zbrojeniowego

Kod
fundamentu /
kosza
zbrojeniowego

Komplet
elementów
złącznych

42203 SAL-5 5m 4mm 16,9kg 0,112m B-50 / Z-50
311150 /
311205

4006

 
 

SAL-5 Dopuszczalna powierzchnia boczna pojedynczej oprawy [m²]  dla Cx=1

kod 42203 Vref. = 22 m/s Vref. = 24 m/s Vref. = 26 m/s Vref. = 28 m/s

typ wysięgnika
dopuszczalna waga
pojedynczej oprawy

I strefa, II kateg.
terenu

I i III strefa, II kateg.
terenu do 450m
n.p.m.

II strefa, II kateg.
terenu

III strefa, II kateg.
terenu do 755m
n.p.m.                   

- 20 0,46 0,38 0,30 0,24

WA-1 10 0,36 0,29 0,21 0,16

WA-4 10 0,24 0,18 0,11 0,06

WA-5/1 10 0,16 0,12 0,08 0,05

WA-5/2 8 0,07 x x x

WA-14/1 10 0,20 0,15 0,10 0,07

WA-14/2 8 0,10 0,06 x x

WA-20/1 10 0,09 0,05 x x

WR-4/1/0,6/15 15 0,18 0,15 0,11 0,08

WR-4/2/0,6/15 8 0,16 0,12 0,08 0,06

WR-4/1/0,5/5 15 0,21 0,17 0,12 0,10

WR-4/2/0,5/5 8 0,17 0,14 0,10 0,07

WR-4/1/0,6/15 ZP 15 0,18 0,15 0,11 0,08

WR-4/2/0,6/15 ZP 8 0,16 0,12 0,08 0,06

3

Oświetleniowy

Słup aluminiowy SAL-5
Ø120mm przy podstawie

Data aktualizacji: 03.11.2017 Zakład Produkcji Sprzętu Oświetleniowego ROSA Stanisław Rosa

43-109 Tychy, ul. Strefowa 1, tel. +48 32 73 88 901

www.rosa.pl



WR-4/1/0,5/5 ZP 15 0,21 0,17 0,12 0,10

WR-4/2/0,5/5 ZP 8 0,17 0,14 0,10 0,07

WR-8B/1/0,35/0 12 0,20 0,16 0,11 0,09

WR-8B/1/0,35/5 12 0,20 0,16 0,11 0,09

WR-8B/1/0,35/10 12 0,20 0,16 0,12 0,09

WR-10/1/0,85/0 - ISKRA LED

WR-10/2/0,85/0 - ISKRA LED x

WN-1 15 0,42 0,34 0,25 0,20

WN-2 8 0,20 0,17 0,12 0,10

SAL-5 Dopuszczalna powierzchnia boczna pojedynczej oprawy [m²]  dla Cx=1

kod 42203 Vref. = 22 m/s Vref. = 24 m/s Vref. = 26 m/s Vref. = 28 m/s

typ wysięgnika
dopuszczalna waga
pojedynczej oprawy

I strefa, II kateg.
terenu

I i III strefa, II kateg.
terenu do 450m
n.p.m.

II strefa, II kateg.
terenu

III strefa, II kateg.
terenu do 755m
n.p.m.                   

Oświetleniowy

Słup aluminiowy SAL-5
Ø120mm przy podstawie

Data aktualizacji: 03.11.2017 Zakład Produkcji Sprzętu Oświetleniowego ROSA Stanisław Rosa

43-109 Tychy, ul. Strefowa 1, tel. +48 32 73 88 901

www.rosa.pl



LATARNIE 

Remont/ Inwestycja/Awaria/Inwentaryzacja (niepotrzebne skreślić) Wykonawca ………………………………………Data rozpoczęcia …../…../……..Data zakończenia …../…../…….. 

Numer ………………………............... Finansowanie …………..………………………….. Adres……………………………….………………………………………………………… 

Numer teczki arch. …………………… W ZDM …………………………….. Konserwator………………………………………. Ostatnie malowanie………………………………… 

Lp. 
Numer 

latarni 
Adres Słup Wysięgnik Oprawa 

Źródło 

światła 

Z
a
ci

sk
 

Zasil. 

Podst. 

N
r 

o
b

w
. 

Zarządca Dzielnica Uwagi 

             

             

             

             

             

             

             

             

             

             

             

             

             

             

             



KABLE 

 

Remont/ Inwestycja/Awaria/Inwentaryzacja (niepotrzebne skreślić) Wykonawca ………………………………………Data rozpoczęcia …../…../……..Data zakończenia …../…../…….. 

Numer ………………………............... Finansowanie …………..………………………….. Adres……………………………….………………………………………………………… 

Lp. Od obiektu 
Z

a
ci

sk
 

Do obiektu 

Z
a
ci

sk
 

Typ kabla Trasa Ulica Dzielnica 
Liczba 

muf 
Przebieg 

Data 

podłączenia 
Uwagi 

             

             

             

             

             

             

             

             

             

             

             

             

             

             

             

 


